
Processelektronik AB
PE1361 Plastic-Glass Fibre Converter Datasheet

General
Order No.    
PE1361  820nm Glass Fiber Optic 
Plastic 1,0 POF or 200m HCS to Glass 62.5/125m ST 
PE1361 P
Plastic 1,0 POF or 200m HCS on both sides 
PE1361 S (Splitter)
Plastic 1,0 POF or 200m HCS on both sides 
PE1361 L 820nm Glass Fiber Optic
Plastic 1,0 POF (5Mbit)  to Glass 62.5/125m ST
PE1361 SMA   
Plastic 1,0 POF or 200m HCS to Glass 62.5/125m SMA 
PE1361X  1300nm Glass Fiber Optic
Plastic 1,0 POF or 200m HCS to Glass 62.5/125m ST

Configuration example

Dimensions and Mounting 
Width x depth x height
80  x  90 x  50 mm
DIN-rail mounting. 

Data 
PE1361 Plastic to Glass converter
OPT1/2 Versatile Link
1.0 mm Plastic or 200m Hard Clad Silica
OPT3/4  ST Port, 62,5/125m fiber

PE1361 P Plastic to Plastic converter
OPT1/2/3/4 Versatile Link
1.0 mm Plastic or 200m Hard Clad Silica

PE1361 S Splitter Plastic to Plastic converter
OPT1/2/3/4 Versatile Link
1.0 mm Plastic or 200m Hard Clad Silica
OPT2 input fiber signal send on both TX OPT1 and OPT3.
OPT4 input fiber signal send on TX OPT1

PE1361 L Plastic to Glass converter
OPT1/2 Versatile Link
1.0 mm Plastic 5Mbit 
OPT3/4  ST Port, 62,5/125m fiber

PE1361 SMA Plastic to Glass converter
OPT1/2 Versatile Link
1.0 mm Plastic or 200m Hard Clad Silica
OPT3/4  SMA Port, 62,5/125m fiber

Power Supply
16-28 V DC
Power consumption 110mA

Environmental data
Operation temp 0 to 40C
Storage temp 40 to 70C
Non enclosed unit, it will require enclosure or mounting in a 
cubicle

Strappings
SW1 set  OPT1 Plastic transmitter intensity
SW1.1 4  mA
SW1.2 8  mA
SW1.3  16 mA
SW1.4 30mA

SW2 set  OPT3 Glas/Plastic transmitter intensity
SW2.1 4  mA
SW2.2 8  mA
SW2.3  16 mA
SW2.4 30mA
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